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SUMMARY 

The propagation of high-intensity laser beams at 10.6 microns 

through the atmosphere is limited by the presence of nonlinear effects 

which may, under proper conditions, severely degrade the quality of,  or 

attenuate, th»,   aser beam.   Of primary concern is stimulated Raman 

scattering produced by the major atmospheric constituents N« and 0?.     To 

date, theoretical estimates of the Raman-scattering cross sections have 

been obtair- f4 by extrapolating the values measured in the visible region 

to 10.6 microns.   Mr Raman-scattering cross sectiors have been measured 

at 10.6 microns, or in fact, at any wavelength above 1.0 micron.    Thus, 

experimental verification of the wavelength dependence of the scattering 

cross sections over large wavelength ranges have not been possible. 

This semiannual report desciibes Aerodyne Research's experi- 

mental program for measuring ,c\e Raman-scatterinp; cross sections of N2 

and 00 at 10.6 microns.   By measuring the intensity of radiation scattered 

from a 10.6-micron laser beam by NL and 0„ relative to the well-known 

radiative emission from C09,  only relative measurements are made.   Thus, 

an absolute calibration is avoided, as are the numerous difficulties that arise 

in absolute cross-section measurements. 

Besides describing the equipm    t fabricated for the experiment, 

the results of static and dynamic calibrations performed with the apparatus 

are reported.   The static calibration uses a known blackbody source and pro- 

vides a measure of the sensitivity of the detection system to radiation in the 

vicinity of 10 microns.   The dynamic calibration is essentially a measurement 

of the emission from the 9.4- and 10.4-micron bands of C^L following laser 

absorption. 

The calibration results indicate that the sensitivity of the experi- 

mental facility, after some modification, is more than adequate to measure 

the N*   Ruman-scattered intensity from a 10-joule, 10.6-micron laser beam. 

IX 
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The dynamic calibration of th 3 detection systtin has demonstrated a suf- 

ficiently fast risciime to monitor radiation during the 0.2-microsecond 

laser pulse.    In addition, preliminary data from the CO« emission yields a 

collisional deactivation rate constant for the excited state of CO« that  is in 

good agreement with published results. 

The problem associated with Raman cross-section measurements 

has always been the intensity of radiatior scattered from walls and dust, as 

well as the intensity of the Rayleign coi ^o.ient of the scattered radiation 

from the gas.   The preliminary data in tins report indicate   that radiation 

from the wa'ls has been reduced to an acceptable level in the pnsent 

apparatus by incorporating only a moderate amount of baffling in the optical 

system.   Besides, the effects of dust at 10.6 microns have been found to be 

negligible.    The last source of background radiation, Rayleigh scattering, 

will be eliminated by a C02 absorption filter in the detection system.    This 

filter, unique for 10,6-micron laser radiation, is being designed and integrated 

into the experimental apparatus. 

At present, the scattering chamber in the system is being enlarged, 

and the baffle system is being perfected to eliminate completely wall scat- 

tering.    When this work is completed and the scattering cell is aligned in an 

intracavity mode, the Rayleigh scattering from N« and 02 will be measured. 

Immediately afterwards, the CO? absorption filter will be installed in the 

detection system, and the Raman scattering from N2 and 0„ will be measured. 

1   rm li 
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1.   INTRODUCTION 

This semiannual report for DARPA/ONR covers efforts to date to 

determine the Raman scattering cross section for N« and 0„ at 10.6-microns. 

The experimental approach used is the measurement of the intensity of radiation 

scattered from a 10.6-micron laser beam by N„ and 0„ relative to the emission 
o 

from CO„,  Because the CO« emission is due to the transitions, CO2(00 1) — 

CO2(10O0) + h^ and      2(00ol) — CO2(02o0) + hv ,  which have well known 

radiative lifetimes, only relative measurements of the Raman scattering cross 

sections are made.   An absolute calibration is avoided as are the numerous 

difficulties which usually arise in an absolute cross -section measurement. 

The principal spectroscopic tool used for the experiment is a selective 

absorber composed of heated C02 gas, which filters the Rayleigh, dust, and 

wall radiation at the laser wavelength from the signal incident on the infrared 

detector. 
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2.   THEORY OF THE EXPERIMENT 

The rotational Raman si^ctrum from nitrogen produced by 10.6-Tnicron 

radiation at 770K is presented in Fig. 1.   The line spacings are on the order of 

eighl reciprocal centimeters.   Peak separation from the lO.ß^nicron line is 

apprc.„^lately 40 reciprocal centimeters.   Isolation of the Raman radiation from 

the primary beam and from both the Rayleigh and wall scattering is a major concern 

when performing the experiment.   The .vidth of the Raman line depends on pressure 

and is given by 

A^=-2yP ^273UK/T    cm"1 , (1) 

where Ai^ is the line width due to colhsional broadening,   o is the pressure in 

atmospheres, and T is the temperature.    At 100 atmospheres pressure , 

the line width is approximately equal to the Raman-line spacing.    Below 30 atmo- 

spheres pressure, the overlap of the lines is small.   However, the line overlap 

and line shape are not critical in this experiment  s the total scattdred radiation in 

a band would be measured.   A more serious problem at high pressures     is 

collisional deactivation.   Operation must take place over a range of pressures 

(1 to 10 atmospheres) to ensure that deactivation is not limiting the measure- 

ments. 

Figures 2 and 3 show the experimental arrangement of the apparatus. 

A CO„   10.6-micron laser  pulsed once per second, illuminates nitrogen (or 

oxygen) gas in a scattering chamber.  In Fig. 2A, the scattering chamber is outside 

the laser cavity, and the laser beam passes through the long vacuum cell containing 

the scattering region.   The external power of the LUMONICS laser system is 

Preceding page blank 



—T 

T = 77«K 

RAYLLIGH 
SCATTERING 

1 L 

in    n i 
j 

-L_J L 

RAMAN 
- SCATTERING 

J L 
1049 1009 949 

WAVENUMBER (cm-1) 

889 849 

Fig. 1.   Potation Parnan Snectrun^ of Nitrogen at 10.6^, 

a 

•J 

L.. , ■^     ■      ^        »J— ■ ■   i 



I 
I 
! 

1 
J 

1 
I 
1 
1 
1 
I 
1 
1 
1 
I 
I 

o  ™ 

c 

At?, 
5? >^ 

ör7 
i«2 a, 

t: •-- 

3 
o. 

c 

o     t/i 

2J3 

S- 

> 

JLi 

':\ 

O. 

S2 2 
^-C 
i_ « -^ 

v> 3 2   a>  a> 
.,.*• .S,_w> v» 
JJ 0   3   3 »— .-• u. o. 

c 

i 
 i *- 

a> 

T3 
o 

7771 >. 

X.V^l 

c 

£ 

g 
s 

i 

ho 

c 
a> 

\^ 

O  E 



Infrared 
Detector 
Dewar 

Cooled 
Vacuum Chamber 

6-in. dia, 
1.2-meter radius 
Spherical Mirror 

Absorption Cell 
C02:p> 0.1 atm, 

T »60CoK 

w 

Baffles 

._ Scattering Cell 
% p -1 to 20 atm 
■ • zrKtolHfK 

n - 

Fig. 3.    IR Detection System. 



i 

i 

I 
i 

I 
1 
! 

1 

50 megawatts.   For the 200-nanosecond pulse, the laser pulse has 10 joules 

energy.   The intracavity option shown in Fig. 2B operates at about 625 mega- 

watts output; corresponding to about 125 joules-per-pulse.   T J date, we have 

obtained measurements by using only ^o system shown in Fig. 2A. 

The special requirements on the optical/detection system for this 

experime it are 

1. Suppression of scattered radiation at the 10. (Hnicron laser 

line (i.e., separation oi the Raman-scattered radiation from 

the primary beam); 

2. Suppression of scattered radiation from the wall and dust in the 

gas, particularly severe due to the low Rama i scattering cross 

section; and 

3. Sufficient sensitivity to observe Raman-scattered  radiation. 

i The first requirement will he met by employing a linearly polarized CC^ laser beam 

and the Raman scattere 1 radiation will be observed in a direction parallel to 

I the polarization vector in the incident laser beam.   Thus, in    Fig.  2,  the 

polarization vector is in the plane of the paper.   This technique reduces both the 

Rayleigh- and Raman-scattered intensities by a factor equal to the depolarization 

ratio, P.    However, for Rayleigh scattering in Ng, 0R   ,  . ,  = 1.2 x 10"2; 

while for pure rotation Raman scattering, o = 0, 751.   Similarly.for (>,  , 
-2 

0»—,i«i-». =1'4x 10   .and p_ =0.73. Rayleigh ' Raman 

A further reduction in the 10.6-micron scattered radiation is 

achieved by allowing the scattered radiation to pass through a cell containing 

pure COg gas at 600 to 700oK and 0.10 atmosphere pressure.   The gas acts as 

a fi'ter to remove both the Rayleigh scattered radiation and the 10.6-micron 

radiation scattered from «tie dust in the gas and from the wall.   As shown in 

Fig. 3, this absorption cell provides a 400-cm optical path length. 

r 



The transmission at the center of the P(20) line of C09 at 
2 

10.6 microns is plotted in  Fig. 4 as a function of gas temperature.    Above 

about 5 x 10~2 atmospheres of C09, the line becomes purely collision-broadened, 

so that the curve shown in Fig. 4 is independent of gas pressure above 10 

atmosphere.   Note that for the 4 meter path, the C09 gas attenuates radiation at 
—3 —4 

the laser line by 10     and 10~     at the respective CO- temperatures of 600 and 

700oK. 

Besides the filtering by the CO« absorption cell, suppression of 

scattered radiation from th« walls is achieved by employing a series of diaphragm 

bafilet; in the scattering chamber. 

When NgCor O«) is the scattering chamber and CO« is in the absorption 

cell, the above apparatus can measure the Raman-scattered radiation from 

N2(or 02) into the IR detector. 
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3.    EXPERIMENTAL MEASUREMENTS 

i To date, the measurement program consists of the calibration 

measurements on the infrared detection system and the iiieasurements made 

to evaluate the effects of scattered radiation from the walls and from the 

particles in the gas. 
I 

The infrared detection system is calibrated in static and dynamic 

tests.   The experimental arrangements for these two calibrations are shown in 

Fig. 5.   The optical s"stem is the same for both calibrations, except for the 

addition of a plan«« mirror in the static calculation for observations of the black- 

body source.   In the dynamic calibration, the laser beam traverses the scattering 

chamber   that  contains pure C09 at pressiires between 1 torr aid 1 atmosphere. 

Absorption by the CO„ excites the pu mode   that  subsequently radiates in the 

4.3-,9.4-iand 10.4-micron bands.    The static calibration serves as a direct 

check on *.he sensitivity of the detection s>stem because the blackbody emissio», is 

well kno-.vn.   The dynamic calibration serves to calibrate the operation of the 

laser/optical system.   The C00 emission  also    serves as the reference with 
I 2 

which to compare the Raman scattering emission.    This comparison eliminates 

the ren-ürements for knowing the   (1) laser-beam geometry,   (2) optical system 

throughput, and (3) detector sensitivity. 

l 3,1,   Static Calibration of Infrared System 

Figure 6 shows the transmission of the filter placed in front of the 

I Ge:Hg liquid-helium-cooled detection system.    To calibrate the infrared system, 

the filter transmission curve must be folded into the incident spectral intensity. 

A blackbody source at different temperatures is used.   The response of the system 

to blackbody radiation is determined as follows:   Let the blackbody spectral 

intensity be P(Ä)d\, the optical system throughput,including the lens and filter 

be F(A}, and the response of the cell be R(X).   R is essentially constant over the 

bandpass of the filter.   The output, V, of the detection system is defined by 

li Preceding page Dlank 
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"R( 

V'=R/    F(A)B(X)d\       , {?) 

where R is the calibration constant to be determined. 

The calibration procedure consists of varying the infrared light 

incident on the detector by varying the blackbody temperature and measuring 

the output, V.   In addition, the integral in Eq. (2^ is evaluated over the 

same temperature range. 

The experimental setup is shown schematically in Fig. 5a. A 

tank with a flask painted dull black on the inside serves as the blackbody. 

The blackbody temperature is controlled by varying the temperature of the 

water surrounding the flask. The fluid is kept in constant agitation so that 

tne temperature of the bath is uniform throughout the container. The radiation 

coming from inside the flask is imaged on the infrared cell. A light chopper is 

placed in front of the source.   The AC output of the infrared system is 

o 

VBB=R/ 

PC 

F B d\  - V,, > (3) 

'0 

where V   is the signal with the chopper wheel closed.   The chopper wh..  I is 

painted black to minimize reflections from its surface.   Thus, V   is due to thermal 

radiation from the chopper wheel.   Consequently, Eq. (3) becomes 

OS 

i VBB = R   /    F(B - B0) d\ , (4) 

'o 

where B« is the blackbody emission at the chopper-wheel temperature'. 

A typical calibration oscilloscope measurement is shown in Fig. 7. 

Figure 8 shows the measured output of the infrared system in millivolts plotted 

as a function of the blackbody temperature in 0C.   Note that the signal is zero 

14 
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a.   20 mV/cm, 5 ms/cm.   T =-12.5 K 

b.    20 mV/cm, 10 ms/cm.   T = -12.50K 

Fig. 7.    IR Static Calibration. Detector Response to Blackbody Source. 
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at 240C, which is the chopper-wheel temperature.   At higher temperatures, 

the output is positive; while at lower temperatures, it is negative. 

The infrared system calibration consists of 1) correlating measure- 

1 ments.as shown in Figs. 7 and 8,   with theoretical calculations of the detector 

dystem output given by Eq. (3), and    2) determining the responsivity.   For a 

chopper temperature of 240C, the integral in Eq. <4) has the value 

00 

/    F(B - Bn)dX -3.45 x 10"D AT    watts/cm2-sr 
•'o 

so that the responsivity of the system is 

V 
R - 2.90 x 104 -JjP volts/wats-cm-Z-sr-1   . 

The quantity AT is the temperature difference hetween the blackbody source 

and the chopper wheel.    The measured signal vc tage ¥_„  as seen in     Fig. 8 
ÜB 

is linear in   AT so that the responsivity R is independent of   AT.    For the data 

shown in Fig. 8, 

VBB-6.28xlO"3     AT       , (5) 

so that 

| R = 1.82xl02    volts/watts-cm^-sr"1    . (6) 

The principal contribution to the noise level in the system is from shot 

noise in the infrared deteotorand its bias circuit.   The  Ge:Hg detector at 4.20K 

has a resistance of 180 K ohms, and is biased by 45 volts and a 100K ohm load . 

The resulting shot noise is 

17 
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9 -       i/2 

VN=G[2qidcf(RD+RL)] . (7) 

where i,    is the dc current through the detector; £ is the bandwidth of the system; 

G = 17 is the voltage gain of the amplifier; and R^ and R    are the respective 

resistances of the detector and load.     For the bias circuit descriHcu^ 
-4 

i ,   = 1. 61 x 30     amperes, so that the noise is 

VN =2.5   Y. lO'^f1/2        volts. (8) 

The electrical bandw.dth was determined experimentally by measuring 

the rise time of the complete electrical system with the cooled detector installed. 

The system l/e risetime was 0.375 /itsec, which corresponds with a bandwidth of 

0.42 MHz.   Consequently, the noise voltage is 

v    ^ 1.6x 10~2 volts. (9) 

This noise level is consistent with the measurements shown in Fig, 7. Combining 

this noise level with Eq. (5) then yields the signal-to-noise ratio for the static cal- 

ibration as 

S/N=VBB/VN=0.39    AT 

Therefore, the signal-to-noise ratio is unity for AT = 2.6 C. 

18 
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3. 2   Dysarnie Calibration of Infrared System 
i 

I 
S 
I 
I 
I 
I 
i 
I 
I 

I 
S 
I 

The dynamic calibration employed the experimental arrangement 

shown in   Fig.  5b .     The scattering chamber was filled with CO„ at pressures 

from about 8 torr to 1 atmosphere.   A laser beam at several joules oerpulse 

was focused at the center of the tube with a one meter lens.    The focusing 

was not   as good as the beut when we previously measured a beam 

spot size of 4 mm.   For the calibration, the beam cross-section diameter at 

the focal point was 8 mm; t:üs is depicted in  Fig.  9, vMch shows the 3pot 

burned on exposed Polaroid film by the laser beam  at the point where the 

optical system observes the laser beam . 

Fig. 9.   Laser Spot Size (Full Scale) for Preliminary Data from CO« Dynamic 
Calibration. 
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The dynamic calibration measurements enable us to make a 
preliminary judgment of the performance of the experimental system.   In 

particular, we observed the radiation from C02 at 10 microns excited by 

the laser beam, and from thicj, we can make direct predictions of the sen- 

sitivity of the experimental system to observe the Raman scattering.    There 

is no need for absolute measurements, as the intent, of this experiment is to 

make a relative measurement of the Raman scattering with respect to the CO« 

emission.   The CO- emission can also be compared with the other sources 

of radiation that are obtained from the walls of the scattering chamber, 

as well as to the radiation scattered from dust.   In these preliminarv measure- 

ments, there were no baffles in the scattering chamber, neither along the laser 

beam, nor in the direction of the optical detection system.   However, a Mylar 

conical hern was placed at an angle about 140 cm downstream of the observed 

scattering volume that collected and dissipated the laser energy.   Apparently 

the backscattering from this horn was quite small, and the radiation scattered 

in the diroction of the optical system was much less than expected.   In fact, 

it is low   enough that one ran almost use the simple hot CO- absorber alone 

in the detection system to eliminate that level of scattering.    The scattering 

from the dust in the gas was "ot observed, even operating at one atmosphere. 

Apparently the tank of CO- was quite pure and did not have sufficiently 

large-diameter particles to increase substantially the observed oackground 

radiation.   At vacuum or at one atmosphere pressure, the observed 

background radialen was due to the wall scattering. 
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Before presenting the experimental measurements, we shall describe 

the expected shape of the signal with C02 in the scattering chamber.   If the 

scattering chamber were filled wilt, pure CCL, then irradiation by a C02 laser 

would produce absorption by the CO„ molecules.   The detector monitoring the gas 

(with an evacuated absorption cell in frort of the detector) immediately after the 

laser pulse would measure the 8.4- and 10.6-micron radiation emitted 

by the vibrationa^y excited CO„(00ol) molecules.   Since the absorption cross 

section for the CO.>(10o0) state and the radiative lifetime of the CCo(00ol) state 

are well known, this measurement calibrates the apparatus and essentially yields 

a Raman scattering cross section for N0 relative to the absorrtion cross section 
i 

of CO« at 10.6 microns. 

In this calibration procedure, the C09 gas pressure is set to yield a 

signal at the detector comparable in intensity to the Rauairscattered signal.   The 

calibration is run under the same conditions as the Raman scattering experiment. 

The laser operating parameters, the detection system, and the wavelength of the 

Daring the laser pulse, the population of the C09 (00ol) state increases 

radiation are all kept the same in both cases, 

by 

CO2(10O0; J = 20) + hjy — CO2{00ol, J = 19) 

The incident laser power density is sufficiently high in this apparatus 

(Pf s 4 x 10   watts/cm2)   to saturate the absorbing CO2(10o0;J = 20) level, 

Concequentiy, at the end of the laser pulse, the population of the entire CO2(00 1) 

vibraticnal state is equal to the population of each vibrational state coupled to 

the CO9(10o0) state.   At 3ü0oK, this coupling is due to the following reactions: 

4 
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k 
CO„(02o0) + C00   -*  COo(10O0) + CO, - 102 cm 

CO2(0220) + C02   ^  CO2(10o0) + C02 - 52 cm"1 

k, 
CO2{011-0) + CO2(01x0)    S CO (02^0) -t- CO2(00u0)   - 2 cm 

o ^ 1 

3 
As quoted by Taylor and Bitterman,   the rate constants and the corresponding 

characteristic times for these processes are 

-9 
, = 1.9 x 10       cm /sec; T, =  sfi0 

1 1 P, co2 

„ „     1A-11       3,                                     1.7 x 10"9      „ k   = 2.3 x 10       cm /sec; T0 =  sec 
>,co2 

,  .     in-ll       3/      .                             6.7 x 10~8 

k0 = l.o x 10       cm /sec, T0 =    sec 
3       Pco2 

Repopulation of the CO2(02o0) and CO (0220) states by 

CO2(011G) + C02 - CO2(02o0 or 0220) + C02 

has a characteristic time of 90 ^sec at p^Q   = 1 atm and,consequently, is not 

of importance during the 0.2-fisec laser pulse.   The repopulation of the 

COo(0110) state from the ground state is even slowei ( a« 180 psec at p  _   = 1 atm), 

so that the CO„(10o0) state is effectively decoupled from the ground state. 

The rate constants listed above indicate that for p»-   > 0.10 atm, 
CU2 

the population of the CO9(00ol) state is given by 
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j = [CO^O^O)] exp [-     .^ - E01l0)/kT] 

I 
I 

i 
i 

I 
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[CO2(00Ol)] = [C02(lo00)] = [CO2(02o0M exp [-(EJQOQ - E02o0)AT] 

= [CO2(0220)] exp (-(E10o0 - E0220)/kTl 

Coupled with the fact that 

lCO2(00ol)] + (CO2(10o0)l+pO2(02or ] + [CO2(;0220)] + fCO2(0110)] 

I 
=|C02 (00°!)] + [CO9(10O0)] + [CO2(02o0)] 

I 
+ (CO2(ö220)] + [CO2(0110)][equil       , 

I 
one finds that the CO?(00ol) concentration at the end of the laser pulse is 

[CO9(00Ol)l   = 0.69 [C09 (10o0)] 
6 1 ^ ., equil 

= 2.4x 1056PCo9 (10) 

at 30ö K.    In Eq. (10), the CO- pressure is in atmospheres. 

For pC02 < 0.10 atm, the CO2(00ol) concentration is given by a 

similar expression,except with no contribution from the CCMOl^O) state, 

since at such low pressure, the CC^Ol^O) state is decoupled from the CO2(02o0) 
2 ard CO (02 0) states during the laser pulse.   Consequently,for Vrrs     £ 0« 10 itm, 

I cu2 

i 
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CO2(00Ol)]f   =0.85[cO2(l0O0)]equil 

16 -2.9 xl01Dpco. (11) 

During the interval immediately following the laser pulse, the 

CO2(00ol} population is decreased by 

co2(oo0i) + co2 - co2 + co2 

10.6 CO„(00ol)+hi. lu--2 C09(1000) + hv 

9 4 
CO2{00Ol)+hv      -CO2(02o0) + hi. 

4.3 
CO2{00ol)+hv      -C02 + hv 

where the radiative lifetimes are T10 6 - r9 4    -• 4.7 sec, and T. O = 3 X 10   sec, 

and the rato constant k ^ 4 x 10~15 cm3/sec at 300oK?    Therefore, after the CO, 

pulse, the C02 excited state population is 

[CO2(00Ol)] =  [cO2(00ol)]    e"t/T        i (12) 

where 

1/T - k [C02] = 105 p( COo 

The 10. 4~micron band emission from the laser excited ClX, is 

observed b; the infrared detection system.   The voltage output of the system is 

given by the relation 
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VCO2
=RF^^tCO2^0Ol)l,e't/T (13) 

wh^re R is given by Eq. (6),    F is the mean filter transmission at the 

detector (F = 0.60), d is the effective diameter of the CO2 gas volume emitting 

radiation, and r  = 4. 7 sec is the radiative lifetime.   For the calibration r 
measurements run to date, d = 0.8cm.     By using Eq. (6) for R and Eq. (1U) 

or (11) for [CO2(00ol)] ,    the voltage output becomes 

I 

COo 

7.1xl0-4pCO2e-t/T 

8-6xl0"4Pco9
e't/7 

PCO2 > 1/3 atm 

1/30 atm < PQQ9 < 1/3 atm 

(1 

When comparing Eq. (14) with Eq. (9),   the predicted signal-to-noise ratio 

for this measurement becomes 

(s COo 

0.04 PC02e 
-t/i 

Pco2 
> 1/3 atni 

(15) 

0.O3 pco e"t/T   ;       1/30 atm < pco  < 1/3 atm 

1 

I 

For the calibration runs to date, an f/1 lens was used in front of the 

infrared detector to increase the source area and the responsivity by a factor of 

13. In addition, the interference filcer was not used, so that the emission from 

both the 9l4-and 10.4-micron bands of CCX- were observed.   Consequently, for 

these calibration runs, the signal given by Eq. (14) and the signal-to-noise 

ratio given by Eq.   (15) must be multiplied by the factor 16(1/0.60)2 ■ 53.3. 

The resulting signal-to-noise ratio is then 
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2-lpco2
e -t/r 

2-7Pco2
e"t/T 

P
C02 > 3 atm 

3iatm<pC02<iatm 

(16) 

Several oscillograms showing the observed radiation from the 

scattering chamber containing C02 are displayed in Fig. 10.   Figure 10A was 

taken with a vacuum in the chamber; Fig. 10B at 17 torr;  Fig. IOC at 

100 torr and Fig. 10D at 500 torr.   Note the large off-scale spike at the 

beginning of the trace.    This spike is due to wall-scattered radiation that dom- 

inates the initial signal.   After several microseconds, the system recovers, and 

the residual radiation is due to the CCL emission.   Note the variation of relaxa- 

tion times with pressure, and the lack of a residual signal in the vacuum data. 

Since pure C02 is used, one obtains a rate constant for deactivating the C02 (00° 1) 

state in CO., collision.   An analysis of data indicates a rate constant of Ix 10~    cc/sec, 

which agrees with the rate constant reported in the literature. 

3.3   Predicted Signal- torNoise Ratio for Raman Scattering Measurements 

The signal-to-noise ratio for the high pressure C02 runs, extrapolated 

to zero time, is of the crd"   of 30.   Thi? ratio is about a factor of ten greater than 

the predictions of Eq. (16).   Even though this data represents the initial preliminary 

runs, we shall use it to make predictions of the Raman-scattered radiation from N9 
id 

andOg. 

The Ramar scattered radiation incident on th-; infrared detector pro- 

duces the voltage 

VR = RFdPic7R[N2] (17) 
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a.     10 mV/cm, lOjusec. Vacuum. 

I 
I 

I 
b.    5rnV/orr,    .50Msec/cm. 17 Torr of CO2 

Fig.    10.    CO2 Dynamic Calibration 

27 Reproduced  irom 
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c.     10 mV/cm,    20Msec/cm. 100 Torr of CO2. 

d.     10 mV/cm ,      10 fisec/cm. 500 Torr of C02 

Fig.   10.    CO2 DjTiamic Calibration (continued) 
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I 
f where Vp is the detector signal in volts, aR is the total Raman scattering cross 

section pe^ steradian, and [N2] is the nitrogen number density.   The number 

>. density [ N2 ] can be expressed in terms of pressure as 

19 where PN2 is the gas pressure in atmospheres, L   is 2.7 x 10     and T^2 is the 

temperature in degrees Kelvin.    By inserting Eq, (18) into Eq. (17), 

VR = RFdP/(,RL0PN2^)        . (19) 

I 
g- 

1 

I 
I 

The Raman-scattered cross section can be determined relative to 

the C02 absorption cross section and radiative lifetime at 10.6 microns by 

taking the ratio of the Raman-scattered intensity to the C02 emission, Eq. 
(13) and (19); i.e.. 

t 
where [CO2(00ol)]. is given by  Eq.   (10) or (11).   Note that neither the responsivity 

of the optical system nor the 20   absorption coefficient enters Eq. (20). 

At CO.-, pressure below 10     atmospheres, I/T < 10   so that e"4'T ^ 1 to better 
■ than 1 percent for observation times of the order of 10     sec.   Under these conditions. 

! ^^„/MP L0PN2 
VC02        \nv/       K[CO2(00Ol)lf    \LK2  j 
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By varying the CO2 gas pressure at a fixed temperature, this ratio can have a 

value near unity for suitable values of the nitrogen parameters.   For example, when 

using  <TR = 8 x 10"35cm /sr and P.    -   4 x 108 watts/cm2, for 10 atmospheres 

of N2 at 110oK, VR/VC0   = 2.6 at 1 atm of C02, while for 0, 67 atm of CO2, 
VR/VC02

Ä   4-0- 2 li 
These results, combined with our preliminary analysis of the dynamic 

calibration data; permit us to estimate the sensitivity of the optical system for 

detection of the Raman signal.   The signal-to-noise ratio for the Raman signal 

is given by 

The factor F/2 appears in  Eq. (22), since the signal-to-noise ratio for CU2 

was determined experimentally without the spectral filter in front of the detector, 

and allows the emission from both the 9.4- and 10,4-micron bands of C0o to be 

measured.   However,   Eqs. (20) and (21) assume the filter is used in both 

the Raman and the CO„ emission measurements. 

For the CO« data taken at approximately 0. 67 atmosphere, the 

measured signal-to-noise ratio was aporoximately 30.   Thus.for the Raman signal 

at 10 atmospheres of N2 at 110oK, 

(f)     =n0H0.fi0/2K4)(0.10) =3.6 . (23) 

^   ^R 

The factor of 0.10 is included since the C09 data were taken with R~4x 107w/cm . 
8 2 Better focusing of the laser beam would increase P^ to 4x 10  w/cm . Two 

further increases in signal can be obtained by: (1) inserting a mirror at the bottom 

of the scaitering cell to reflect the scattered radiation into the detection system 

to increase the signal by a factor of 2; and   (2), performing the experiment 
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inside the laser cavity to provide a factor of 12.5 increase in an available 

laser energy.   When applying these two factors to Eq. (23), the Raman 

signal-to-noise ratio becomes 

|-1     =(36)(2)(12.5) =900 • ^4) 

3.4.   Wall and Dust Scattering Measurements 

Another important result that can be obtained from the dynamic 

calibration is the seriousness of the wall and dust scattering.   The signal level 

observed during the laser pulse was of the order of 10^ times larger than the CO? 

level, and the CO- emission was masked during the laser pulse.   This large sig- 

nal was monitored at different CO« pressures and was independent of the CO^ 

pressure, indicating that the radiation came from vhe walls of the chamber. 

Even at one atmosphere CO., pressure, additional radiation from the gas was not 

observed.   Now, since the radiation from the walls was 10^ times 

the CO« level, the wall-scattered radiation can be easily treated.   M high 

nitrogen pressure, the Raman scattering is comparable to the CO2 signal.   Thus, 

the wail radiation is about 10^ times larger than the Raman scattering. 

With the CO2 absorption cell in the optical path, the Raman scattering would be 

less than the wall radiation, and this is without any baffles in the scattering 

chamber.   It is expected that a set of baffles along the optical detecticn system 

could easily reduce the radiation by several orders of magnitade. 

Thus,the suppression of background radiation with this system does not appear 

to be a severe problem    However, these measurements are preliminary,and 

more detail vork is required. 

I 

I 31 



3.5   Modifications to the Experimental Apparatus and Proposed Work 

Since the preliminary data were taken, two major improve- 

ments have been incorporated into the experimental system: the first one 

involved the detector electronics and the second concerned baffles for the optical 

system. 

The bias circuit for thi infrared 'etector and the amplifier have been 

modified to yield a faster nsetime and a lower noise voltage.   At present, the 

infrared detector and its amplifier have a combined l/e risetime of 2 x 10    sec, 

corresponding to a bandwidth of 8 MHz.   This is a substantial improvement over 

the previous value of 0.42 MHz, ann it allows the detector tc monitor faithfully 

the incident laser pulse.   This fact :s borne out in the photographs shown in 

Fig. 11.   Figure 11a shows the output from a photon drag detector (90% risetime 

less than 10~9 sec) monitoring the CO2 TEA laser pulse.   Figure lib shows the 

laser radiation scattered from the walls of the evacuated cell as monitored by 

the infrared detector.   In both casos, the shape of the laser pulse, including its 

initial maximum, is the same.   Thus the detector electronics have been improved 

to the point where they can monitor scattered radiation during the laser pulso. 

Compared witri i'\e 16 n il' vilts previously reported, the shot 

\oise in the circuit hau been reduced to yield approximately 3 millivolts of 

noise. 

Work was also begun on reducing the wall scattering in the cell by use 

of suitable baffles.   As observed initially, and as reported earlier in this report, 

the signal due to wall scattering was of the order of 103 times greater than the 

corresponding signal due to CO2 emission.   However, with the use of the baffle 

system shown in Fig. 12,    the wall scattering signal has been reduced to 

approximately 10 times the electrical noise.   The most critical baffles in Uie 

system are: (1) the baffle farthest upstream in the scattering cell; (2) the baffle 

immediately downstream oi the cross in Uie cell; and   (3) the two baffleö in the 

upper vertical arm of the cell. The effects of these baffles can be seen in 

Fig. 13a, which shows the wall scattered radiation from the evacuated cell. 

The maximum value of S/N is approximately 10. 
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a.    Photon Drag Detector Output.   5 mV/cm,     0.2 Msec/ cm 

» 

b.    Infrared Detector Output of Wall Scattered Laser Radiation. 
lOmV/cm,      0.3 fi3cc/cm. 

Fig.   11.   TEA Laser Pulse Shape 
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a.     Vacuum.      10 mV/cm,   1.0 usec/cm 

b.   latmofC02.    10 mV/cm,       1.0 ßsec/cm. 

Fig.   13.    COg Dynamic Calibration 

35 Reproduced  trom 
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The corresponding result with 1 atmosphere of COg in the cell is 

shown in    Fig. 13b.      Measuring the intensity of the signal after the first 
microsecond and extrapolating back co zero time yields 

Vcor^Pco^      • ^ 

where the pressure is given in atmospheres.   The measured value of the 

relaxation time is T = 1.3 txsec, which corresponds with a rate constant of 3 x 10 

cm /sec, as compared to 9 x 10~    cm3/sec reported in the literature.4 

With a noise voltage of 3 x 10"3 volts, this measurement yields 

(26) 

This cignal-to-noise ratio is a factor of two lower than that of Eq. (16). 

This is the sacrifice required to increase the deiector bandwidth to 8 MHz. 

The baffle system of Fig. 12, therefore, c'ccrttses the wall scattering 

to approximately 10 times the COg emission.   It is expectec that this ratio can 

be decreased further by optimizing the alignment of these baffles and by using 

a larger scattering cell.   At present, we are replacing the three-inch diameter 
cell with a six-inch system. 

Conversion to the larger system will improve the background 

suppression while leaving the results of Eq. (26) effertively unchanged. 
Combining Eq. (26) with Eq. (21) then yields 

^ moftj" ^w'2-4* 1<rlVN2> 

^XIO-'V«^ ,27, 
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for TM   = 300oK and p _   > 1/3 atm.   The factor of 1/2 in the first line of this N2 CO2 
equation is required since Eq. (25) was obtained without a filter in front of 

the IR detector.   Consequently, the intensity from both the 9.4^ and 10. 4^ bands 
7 2 

of C09 was measured.   For 1 atmosphere of C09 and P.   = 4 x 10   watts/cm , 

the Raman signal -to-noise ratio becomes 4. 8 x 10   pM   .   This ratio is clearly 
^2 

insufficient for practical values of the nitrogen pressure.   However, increasing 

P. to 4 x 10   watts/cm^ by improved focusing increases this ratio to 

(1) = 4.8xl0"2p . (28) 
R ^2 

Thus, the signal-to-noise ratio for the Raman signal is unity at pM   = 20. 8 atm. 
^2 

These revised figures represent the optimum signal-to-noise ratio 

attainable for Raman scattering while using the present apparatus.   To improve 

these results requires conversion to the intracavity scattering cell shown in 

Fig. 2B.   Operating within the laser cavity provides a factor of 12.5 increase 

in the incident laser power.   By also inserting a spherical mirror at the bottom 

of the scattering cell, the scattering signal will be increased by an additional 

factor of 2.   Still another improvement can be obtained with a new Ge:Hg infrared 

detector.   With an antireflection coating on the detector element and the respective 

detector and load resistances of 50 and 10 Ko the signal-to-noise ratio can be 

increased by a factor of 2.   Therefore, by incorporating all these modifications 

into the present system leads to a signal-to-noise ratio for Raman scattering 

of 

fe)    =(12.5)(2)(2)(4.8xl0-2pN2)   =  24pN2 . (29) 

R 

By operating a N9 pressures of 1 to 20 atmospheres, a measurable signal level 

is provided for the Raman-scattered radiation. 
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We are presently in the process of converting the experimental 

apparatus to operate in the intracavity mode while using the six-inch 

diameter scattering cell.   A mirror will be used in the cell.   Also, a 

Ge.Hg detector element, with the features described above, has been 

purchased and will be inserted into the system. 

After installing this new system, the baffles will be aligned to 

suppress the background sufficiently to allow measuring the Rayleigh 

scattering from N«.    After this measuring is completed,the absorption 

cell will be inserted in the optical system.   With approximately 0.10 atm 

of CO« in the absorption ceii at 600 to 700 K, the Raman scattering from 

N2, will be measured. 
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APPENDIX 

SCATTERING FROM THE WALLS AND FROM DUST 

A. 1  Wall Scattering 

A major requirement in this experiment is to eliminate radiation 

that scatters from the wall into the detection center.    This requirement is 

particularly important in this experiment because of the small Raman 

scattering cross section.    To illustrate the difficulty,  consider the fraction 

of the laser beam Raman-scattered by the nitrogen at 10 atmospheres pres- 

sure and 110 K.     The fraction scattered per cm of beam is <j~ [N9]   = 
-35 21 -14 8 x 10        x 10      = 8 x 10       where ov, is Raman scattering cross section, 

r. 
anc. [N0]   is the nitrogen number density.    Thus,  only one photon in about 

13 
10      scatters per steradian.   The C00 absorption cell in the infrared 

4 
detection system reduces the scattered radiation by approximately 10 . 

9 (Refer to Figs. 3 and 4.)   Thus,  less than one photon in 10    is the upper 
I 

limit of the radiation that can scatter off the wall in the direction of the 

detection system.   We have designed a baffle system to investigate if this 

kind of background suppression can be achieved.    Preliminary measurements 

make us confident that this can be achieved. 
I 

I 

I 

I 

i 

I 

I 

The experimental arrangement of the laser beam and the detection 

system in this scattering chamber is shown in Fig.   5.   A lens with a one- 

meter focal length focuses the laser beam at this scattering region.   Measure- 

ments of the size of the laser spot at the focal point show a maximum spot 

diameter of about 4 mm with a sharp boundary.     This size spot is consistent 

with the operation ef the laser cacity; the beam in the cavity is about 3 cm 

across; and the distance between mirrors is the order of 3 meters.   This 

arrangement corresponds to an angular aperture of the beam on the order 

of three milliradians, which is consistent with beam size measured at the 

focal point. 

To determine the intensity of the beam outside the beamspot, we 

made the following measurements:   (The experimental arrangement is shown 

in Fig. Al.)   An 8-mm diameter mylar disc was placed at the focal point of the 

Al ¥-0 



8-mm Diamet« 
Mylar Disc 

Focused 
Laser Beam 

Photon Drag 
Detector 

Motion of 
Detector 

Figure Al.   Experimental Arrangement to Determine Laser 
Intensity Outside Beamspot 
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lens.   This is the region where the infrared measurempnts are made.   A photon 

drag detector was uaed to measure the laser     radiation in the region downstream 

of ihe disc.     The intensity of the laser beam illuminating the mylar disc was 
5 2 2 7 x 10   kw/cm .   The photon drag detector has a sensitivity of 1 Icw/cm   . 

The drag detector was placed behind the disc and moved radially away from the 
2 

disc.   No observed radiation was detected.   This set an upper limit of 1 kw/cm 

flux behind the plane of the mylar disc.   Thus the beam intensity outside the 
—Pi 

disc diameter was less than 1. 4 x 10     of the main beam. 

The baffle system to remove the stray beam is very simple 
4 

and only a requirement of the order of 10    rejection is required.   This 

rejection is accomplished by placing a baffle,  about b mm in diameter, 

12.5 cm upstream of the focal point.    In order to minimize the effects of 

scattering from this baffle, an additional baffle with a hole of larger diameter 

is placed 2.5 cm downstream of the main baffle. 

The more important background source arises from the beam that 

passes through the scattering caamber and is incident on the back of the scattering 

chamber.   In order to minimize the backscattering of this radiation into the 

measurement region, a conical mylar horn is placed in the beam.    This horn 

serves to absor-b the beam and to cause multiple reflections into the horn's apex. 

In addition, the horn is placed about 140 cm from the scattering chamber 

to reduce the solid angle of the measurements region as seen from the horn.     A 

baffle placed 15 cm downstream of the measurements region defines the amount 

of beam that can return from the horn.   The fraction of the laser beam that can 

scatter into the measurement region is given by the relation 

Fraction Baclcscattered Ink» /  discj/L     \ (A-l) 
Measurement Region 

< JLio^L2 do-2) = 10-7 
2TT(130) 

A3 
^ 



where A    is the area of the downstream aperture;  t is the distance from the 

horn to the diaphragm;    and R ff is the effective reflection coefficient back from 

the horn.   We assumed that R „ = 0.01.   To keep the fraction scattered into the sit 
detection system below 10"^, a further suppression of 10^ is needed.   For 

baffle materials with reflectivities of 5%, three scatterings of the light are 

required before the light can enter the optical system's field of view.   This 

should be easy to achieve since the light returning from the horn hits the upstream 

baffle; two further reflections are required by the baffles along the optical system 

field of view.   Thus, we feel that the severe requirement of attenuating any 

scattered wall light by a factor of 10     is possible.   Preliminary measurements 

of the wall-scattered light indicate that it is about 10   times the signal expected 

for the Raman scattering at high N« pressure.   The measurements were obtained 

with no baffles in the chamber and without the CO2 absorption cell in the path 

of the optical system.   This result is consistent with oar estimation of the 

scattered light. 

A. 2  Scattering from Dust in Gas 

Scattering from dust in the gas could be an important source of radia- 

tion if the dust particles are large.   However, gas purifying filters ar; available 

that remove all particles above 0.1-micron diameter — 1% of the laser wavelength. 

It is proposed to flow the gas at a low speed through the apparatus and to filter 

the gas that enters the scattering chamber.   The gas filtering will be dore by 

standard Millipore filters.   The following pages A5 and A6 are copied from the 

Millipore catalog and show the variety of filters that are made.   We are using 

the MF Millipore filter (indicated by the arrows) that filters out particles larger 

than 0.05 ± 0.003 microns in diameter.   The filter type used is type VM. 

We will now calculate the number of particles of 0.1-micron diameter 

needed to produce a signal comparable to the signal from the Raman scattering. 

The fraction of the beam scattered by a particle is given by 

0 
A4 
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Filter Characteristics 
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Millipore filters are thin porous struc- 
tures comp^-ed of pure and biologi- 
cally inert cellulose esters or similar 
polymeric materials. They are cur- 
rently produced in more than twenty 
distinct pore sizes, from 14 micro- 
meters to 25 nanometers (0.025 mi- 
crometer), in discs ranging from 13 
to 293 mm in diameter. 

Uniformity of Pore Size 

The pores in Millipore filters are ex- 
traordinarily uniform in size. For ex- 
ample, the total range of pore size 
distribution in the Type HA filter (mean 
pore size 0.45 micrometer) is plus or 
minus 0.02 micrometer. 

High Porosity 

Each square centimeter of Millipore 
filter surface contains millions of cap- 
illary pores which occupy approxi- 
mately 80% of the total filter volume. 

High Flow Rate 

High porosity and pore configuration 
result in flow rates through Millipore 
filters at least 40 times faster than 
through conventional filters approach- 
ing the same particle size-retention 
capability. Standard flow rate data for 
water and air are given on page 1A050. 

FILTER      PORE SIZE and VARIATION 
MATERIAL In micrometert {«m) 

Duralon 14 2:3 
Milex 10 *2 
MF-Millipore 8 ±1.4 
Duralon 7 ±2 
Mitex 5 ±1.5 
MF-Millipore 5 ±1.2 
MF-Millipore 3 ±0.9 
Polyvic 2.0 ±0.5 
Solvineri 1.5 ±0.5 
MF-Millipore 1.2 ±0.3 
Duralon 1.0 ±0.3 
Celotale 1.0 ±0.1 
MF-Milhpore 08 ±0.05 
MF-Millipore 0.65 ±0.03 
Polyvic 0.6 ±0.05 
Solvinort 0.5 ±0.05 
Celotale 0.5 ±0.05 
MF-Milhpore 0.45 ±0.02 
MF-Millipore 0.3 ±0.02 
Solvinert 0.25 ±0.03 
MF-Milhpore 0.22 ±0.02 
Celotale 0.20 ±0.05 
MF-Milhpore 0.10 ±0.008 
MF-Millipore 0.05 ±0 003 
MF-Millipore 0.025 ±0.003 

Fig. 1A1. Millipore fillers are produced in a 
variety ot materials (desciibed on page 
1A040) and in more than twenty didctent pore 
sizes, ranging (rom 14 micromolers to 25 nano- 
meters 

A5 

Fig. 1A2 Scale comparing Millipore (liter pore 
sizes with microbes and micro-particles. 

Absolute Surface Retention 

When fluids are passed through Milli- 
pore filters, all particles larger than 
the pores are retained on the filter 
surface. This absolute surface reten- 
tion makes Millipore filters ideal for 
determining the degree and type of 
contamination and also for removing 
trace quantities of solid contaminants 
from fluids. 

Solubility and Chemical Resistance 

Millipore filters are made from a vari- 
ety of polymer materials to provide 
virtually a complete range of chemical 
resistance characteristics — even for 
use m extreme cases with concen- 
trated acids and alkalies. A compre- 
hensive chemical compatibility table 
for all filter Types will be found on 
page 6A010, and a brief guide to the 
proper selection of individual Types 
on page 1A060. 

^ 



Filter Specifications 1A050 

FILTER 
TYPE 

MEAN 
FORE 
SIZE 

FLOW RATE'11 
WATERS        AWJi 

POROS- 
ITY (%l 

AUTO- 
CLAV- 

ABLE^i 

REFRAC- BUBBLE 
TIVE POINT1»1 

INDEX       (psl) 

MF-Millipore" (mixed esters of cellulosa) 

SC 
SM 
SS 
RA 
AA 

(black) 
DA 
HA 

(bluck) 
PH 
GS 
VC 

>VM 
VS 

8.0/im 
S.O/.m 
3.0/nm 
1.2flm 
0.80/um 

0.65/im 
0.45^m 

0.30/.m 
0.22/im 
O.IO/jm 
0.05/im 
0.025/im 

850 
640 
400 
300 
212 
212 
150 
52 
52 
40 
21 

2 
1 

65 
35 
20 
15 
11 
11 
10 

4 
4 
3.7 
2.5 
0.49 
0.31 

74 
84 
83 
82 
82 
82 
81 
79 
79 
77 
75 
74 
72 

0.2 0.22      70 

Yes 
Yes 
Yes 
Yes 
Yes 
No 
Yes 
Yes 
No 
Yes 
Yes 
Yes 
Yes 
Yes 

1.515 
1.495 
1.495 
1.512 
1.510 
none 
1.510 
1.510 
none 
1.510 
1.510 
1.500 
1.500 
1.500 

4 
6 

10 
12 
16 
16 
21 
33 
33 
40 
55 

250 
375- 
600 

Duralon" (nylon) 

NC 
NS 
NR 

14.0^01 
7.0tim 
I.O^m 

1020 
610 
270 

130 
60 
13 

68 
65 
63 

No 
No 
No 

See 
Note 

in 

2.5 
4 

12 

Solvlnert3 (solvent resistant — proprietary) 

UR 
UH 
UG 

l.f -n 
0.5/im 
0.25..<m 

260!n 
420 

8 m 

9 
3.6 
1.5 

79 
73 
67 

Yes 
Yes 
Yes 

n.a. 
n.a. 
n.a. 

5«i 

lO1* 

Celotate" (cellulose acetate) 

EA          1.0/jm 
EH          O.ÖMm 
EG          0.2/mi 

240 
67 
21 

11 
5 
2.5 

74 
73 
71 

No 
No 
No 

1.47 
1.47 
1.47 

14 
28 
55 

Mitex" (Teflon") 

LC         lO.O^m 
LS           5.0^ m 

170 
70 

q 

6 
68 
60 

Yes 
Yes 

n.a. 
n.a. 

O.S'11 

0.91*' 

Polyvic" (Polyvinylchloride) 

BS          ?.0/;m 
BD          0.6/.m 

312(7) 
450 

10 
4 

79 
73 

No 
No 

1.528 
1.528 

4151 

lO'S' 

Microweb'' (nylon-reinforced MF-Millipore) 

WS          3.0,am 
WH          0.45,.™ 

155 
55 

7.1 
4.5 

45 
43 

No 
No 

n.a. 
n.a. 

12 
40 

Flow Rate correction for viscosity. For a liquid having a viscosity significantly 
different from that of water (1 centipoise), divide the flow rate for water by the 
viscosity of the liquid in centipoises to obtain the approximate initial flow rate. 
This same correction can also be applied to the flow rates for individual 
pressure-type filter holders appearing in this Catalog. 

<P' 

Notes 
^Depending upon filter Type, actual 
flow rates may vary by ±5% to ±33% 
from the average values given here. 
Variability is roughly proportional to 
filter pore size. 

WWater flow rates are milliliters per 
minute per cm2 of filtration area, at 
250C with a pressure differential of 
70 cm of mercury (13.5 psi). 

WAir flow rates are liters per minute 
per cm2 of filtration area, at 250C with 
a pressure differential of 70 c i of 
mercury (13.6 psi). 

wSee page 1A070 for special Sterile 
Packed filters. Non-autoclavable Milli- 
pore filters may be sterilized with 
ethylene oxide, by U.V. light, by high- 
voltage bombardment, or equivalent 
"cold" methods. 

(^Bubble point, in pounds per square 
inch, is the pressure requirei to force 
air through the pores of a water-wet 
filter (except: alcohol-wet for Sol- 
vinert, Mitex, and Polyvic filters). 

(WD'jralon filters cannot be made com- 
pletely transparent witii iinmersion oil. 
They become sufficiently translucent 
with 1.515 N, oil, however, for seme 
transmitted-light microscopy tech- 
niques. 

WFlow rates for Solvinert and Polyvic 
filters are based on methyl alcohol in- 
stead of water. 

Thickness of Millipore fillers ranges 
in mean value from approximately 
126/^ to 160,um according to filler 
Type, and is controlled to within 
±10/(m for each Type. See page 
1A090 for special ultrathin filters and 
matched-thickness filters. 

Exlractables account for between 
1.5% and 6% of the weight of the 
filter, depending upon filter Type. 

Tare weight is approximately 5 milli- 
grams per square centimeter for most 
filter Types, ranging from approxi- 
mately 3 mg/cm2 for MF-Mil!ipore 
Types SM and SS, to 8 mg/cm} for 
Mitex filters. 

Tensile strength is unusually high, 
ranging from approximately 150 psi, 
to over 1,000 psi for MF-Millipore 
Types VM and VS. 
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Fraction of Beam Scattered = Effective Scattering Area of Particle 
Cross-Sectional Area of Laser Beam 

^ geometric    v' 
Alaser 

kfflllfe 
(V4)(D^)^ 

= 1 x 10~16 RP, 

where   1 = scattering efficiency; & . ,   is the cross-sectional area of the 
geometric 

particle; A, = cross-sectional area of laser beams; D   = particle diameter 

= 0,1 microns; Df   = laser beam diameter = 0.4 cm; X = 10 microns; R = 

reflecüvity of particle; and P^ is the cross polarization scattering probability at 

90   scattering angle.   P^ = 0 for spheres and 0, 5 for reflecting dipoles at 45° 
-9 

azimuthal angle.   Since about 10     of the photons are Raman-scattered per 
7 3 steradian,    >]0    particles/cm   at 0.1/u diameter are required to produce the 

same scattering into the detector as the Raman scattering.   This particle 

density is oiders of magnitude above the expected dust level in the gas.   Thus, 

scattering from dust by lOji radiation does not aeem important. 
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